
Variables P.B. (HPa) Ll. (mm) ET. (mm)

Día Máxima Media Mínima Máxima Media Media Máxima Media Mínima S uma Máxima Media Suma

1 14.3 11.1 9.1 13.0 6.2 607.7 100.0 91.7 73.0 6.0 1285.0 92.8 2.7
2 14.2 11.6 9.8 13.9 5.7 606.4 97.0 87.9 76.0 0.0 1067.0 94.6 3.8
3 15.1 11.5 9.7 8.9 4.4 605.5 99.0 88.2 69.0 0.0 916.0 150.0 3.2
4 15.5 11.6 8.8 10.7 3.2 605.5 100.0 91.5 72.0 1.6 1245.0 154.9 3.1
5 14.7 11.9 10.2 12.5 4.4 605.1 100.0 92.9 75.0 2.0 1079.0 130.0 2.7
6 14.3 11.4 9.8 13.0 5.4 605.6 100.0 92.5 76.0 0.0 1058.0 169.0 2.4
7 14.2 11.6 10.2 14.8 6.4 605.8 100.0 91.4 77.0 0.0 1071.0 112.8 3.1
8 15.0 11.5 10.0 17.9 6.2 605.8 100.0 90.9 75.0 0.0 944.0 61.8 2.8
9 15.7 12.1 10.1 12.1 5.7 605.3 99.0 86.7 57.0 0.0 777.0 149.6 4.0

10 14.4 12.2 9.8 17.9 6.8 605.2 99.0 88.0 77.0 0.0 1164.0 164.7 3.2
11 14.7 11.7 10.4 8.1 3.8 605.1 100.0 92.3 77.0 6.0 1318.0 50.9 2.2
12 14.9 11.3 9.5 5.8 1.7 606.5 100.0 95.2 84.0 7.4 1404.0 117.1 1.9
13 13.5 10.8 8.9 5.4 1.2 607.5 100.0 94.0 80.0 10.4 849.0 77.0 1.3
14 15.4 11.3 9.0 8.1 3.5 607.7 100.0 93.3 75.0 2.2 1056.0 81.3 3.6
15 14.9 11.3 9.8 13.4 4.9 607.6 98.0 88.1 70.0 0.2 1039.0 136.3 3.2
16 15.6 12.0 9.4 9.8 4.7 607.0 97.0 81.8 68.0 0.0 953.0 142.0 4.7
17 16.1 12.0 10.4 11.6 5.7 605.6 99.0 85.4 69.0 0.0 993.0 69.0 4.2
18 15.4 11.8 10.5 10.7 4.5 606.5 100.0 92.9 74.0 0.0 951.0 81.8 3.5
19 15.3 12.2 10.6 13.4 5.0 606.1 99.0 90.0 73.0 0.0 1118.0 163.0 4.1
20 15.8 11.8 9.3 8.5 3.7 605.6 96.0 84.2 66.0 0.0 814.0 133.4 3.8
21 13.8 11.2 9.2 10.7 4.9 606.4 98.0 87.4 77.0 0.0 782.0 103.3 3.0
22 14.8 11.0 9.9 16.1 7.4 606.1 95.0 88.0 66.0 0.0 1025.0 26.7 6.2
23 13.9 11.7 10.1 15.2 7.0 607.1 96.0 85.0 76.0 0.0 977.0 50.0 3.1
24 15.6 11.8 10.1 10.7 4.2 607.4 98.0 86.8 69.0 0.0 1167.0 99.6 3.6
25 14.4 10.8 9.5 15.7 8.9 606.8 99.0 90.1 64.0 0.0 905.0 32.9 1.8
26 12.8 11.6 11.3 12.1 7.5 606.6 96.0 89.3 84.0 0.0 81.0 0.4 7.1
27 15.3 12.6 10.9 10.3 4.4 606.0 91.0 84.2 74.0 0.0 821.0 31.5 3.9
28 14.2 11.6 10.4 11.6 4.1 606.0 95.0 90.6 78.0 0.0 700.0 39.3 2.9
29 13.7 11.9 10.3 9.8 4.6 606.7 97.0 89.0 80.0 0.4 740.0 79.5 2.2
30 13.7 11.2 9.3 7.6 2.2 607.2 99.0 94.1 82.0 2.2 856.0 82.7 1.9
31 15.5 11.7 10.3 8.1 2.8 607.6 100.0 93.7 75.0 0.2 967.0 83.1 3.2

MENSUAL 16.1 11.6 8.8 17.9 4.9 606.4 100.0 89.6 57.0 38.6 1404.0 95.5 102.1
Convenciones : V.V.: Velocidad del Viento  P.B.: Presión Barométrica  Ll.: Lluvia diaria  ET.: Evapotranspiración. Nota:  Datos resaltados en rojo están incompletos.
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