
Variables P.B. (HPa) Ll. (mm) ET. (mm)

Día Máxima Media Mínima Máxima Media Media Máxima Media Mínima S uma Máxima Media Suma

1 14.1 9.9 7.7 10.3 4.5 608.0 95.0 85.4 69.0 0.0 1004.0 26.8 5.1
2 14.6 10.2 7.6 7.6 2.5 607.9 93.0 87.2 77.0 0.0 830.0 12.4 4.0
3 14.6 11.3 10.0 10.7 5.3 608.4 98.0 90.6 80.0 0.0 1276.0 37.7 3.1
4 14.9 11.0 9.9 9.4 4.7 608.5 99.0 86.3 72.0 0.0 1158.0 44.5 3.9
5 14.8 11.0 9.6 8.5 3.1 607.8 98.0 91.9 75.0 0.0 1362.0 11.9 3.6
6 14.8 10.5 8.1 12.1 5.4 608.2 99.0 89.7 73.0 0.0 475.0 12.1 4.9
7 16.0 12.5 10.1 11.6 4.9 606.5 91.0 77.9 63.0 0.0 788.0 9.6 5.4
8 14.6 12.2 9.6 16.5 7.1 606.8 97.0 85.0 72.0 0.4 1146.0 34.0 4.1
9 15.6 12.3 10.3 15.2 6.5 607.6 98.0 80.1 59.0 0.0 923.0 30.6 4.0
10 14.7 11.5 8.6 14.8 6.1 608.0 97.0 82.2 66.0 0.0 1109.0 51.6 4.2
11 14.6 13.1 10.5 8.5 5.9 606.1 97.0 84.9 77.0 0.0 930.0 10.3 3.0
12 15.7 12.9 10.0 11.6 5.1 605.8 98.0 82.9 69.0 0.0 823.0 46.5 3.8
13 13.3 10.6 9.6 11.2 3.9 606.2 99.0 93.4 82.0 0.0 550.0 15.0 2.7
14 14.3 10.2 8.8 13.4 5.4 607.2 90.0 83.5 75.0 0.0 192.0 2.6 4.7
15 13.6 10.8 9.6 11.6 3.8 607.4 91.0 81.5 61.0 0.0 751.0 17.4 9.6
16 14.0 11.1 10.1 9.8 5.1 607.2 94.0 82.3 69.0 0.0 636.0 5.6 4.4
17 13.8 11.6 9.2 8.1 2.8 607.6 98.0 89.5 77.0 0.0 1093.0 13.6 2.0
18 13.7 11.3 9.6 9.8 3.0 608.3 99.0 93.8 81.0 0.4 1039.0 18.8 2.6
19 16.3 12.1 10.0 9.8 5.5 608.0 100.0 93.3 82.0 0.0 1208.0 43.3 3.6
20 15.9 13.6 11.1 8.1 3.8 605.3 100.0 83.0 67.0 0.0 656.0 61.9 2.2
21 15.8 13.2 10.8 9.4 3.5 604.3 99.0 85.5 64.0 0.0 1183.0 11.9 3.3
22 15.4 13.7 11.4 9.8 5.3 605.4 97.0 83.6 71.0 1.0 1067.0 25.8 3.0
23 14.6 11.6 10.2 9.4 5.1 607.0 100.0 91.2 74.0 0.4 803.0 38.6 3.6
24 15.1 12.5 10.3 6.3 3.1 605.9 98.0 87.7 70.0 4.2 707.0 23.8 3.7
25 13.8 11.3 9.5 8.5 4.1 608.0 100.0 92.2 81.0 4.6 529.0 28.9 1.5
26 15.1 11.6 9.7 7.6 4.0 607.4 100.0 91.4 71.0 0.0 721.0 20.8 4.2
27 16.4 12.9 10.8 9.4 3.8 607.7 96.0 83.3 72.0 0.6 1267.0 33.5 3.3
28 15.1 12.7 9.3 5.8 2.9 606.6 100.0 89.9 76.0 0.0 1083.0 47.6 2.6
29 15.9 13.1 10.4 9.8 5.7 605.6 98.0 88.3 70.0 0.0 1190.0 27.2 4.2
30 15.1 12.8 11.7 10.7 6.3 606.2 87.0 82.5 70.0 0.0 580.0 12.2 3.5

MENSUAL 16.4 11.8 7.6 16.5 4.6 607.0 100.0 86.7 59.0 11.6 1362.0 25.9 113.5
Convenciones : V.V.: Velocidad del Viento  P.B.: Presión Barométrica  Ll.: Lluvia diaria  ET.: Evapotranspiración. Nota:  Datos resaltados en rojo están incompletos.
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